How to Clear and Synchronize Controls

Synchronizing the controls gets them on the same clock so everyone’s split and finish times are accurate and usable.

BEFORE THE MEET (COURSE SETTER)
Synchronize all controls the day before the meet. A video demonstrates this activity: http://sportident.ca/archive/2010/04/08/using-the-master-control-to-get-ready-for-an-event.aspx. 
You will need:

· The purple “Service/Off” SI card (#30510)

· The SI Master control unit
· The graphite stick
· All your controls, including the Clear, Check, Start and Finish controls (If you do not have them, write a note so the Finish Line Coordinator can clear and synch these). Having a couple of extra synched controls beyond what you expect to set allows you to swap one out, if needed, on event day without problems.

Follow these steps:
1. Remove all controls you have from their carrying cases and lay them out a table in rows. 

2. Dip the purple “Service Off” SI card into the blue Master unit 3 times.  The unit will beep each time the card is inserted.  The Display should read “EXT MA” (for Extended Master) after the 3rd time.
3. Insert the graphite stick into the SI-8 control to be synchronized, not the SI Master as shown in the video.  It won’t worked this way with the thinner SI-8 controls.
4. Place the SI Master face down on top of the control to be synchronized, with the holes aligned. The control should beep twice, indicating that it has been synchronized. If it does not beep, adjust the SI Master.
5. Repeat Step 4 for all controls to be synchronized.

6. Dip the purple “Service/Off” SI card into each control to turn it off, then turn off the SI Master.
You are now ready for the meet. Give the SI Master and purple “Service/Off” SI Card to the Finish Chief early before the meet.
BEFORE THE MEET (FINISH CHIEF)

Verify that the Start, Finish, Clear and Check controls are cleared and time-synched from the SI Master.

AFTER THE MEET (FINISH CHIEF)
Synch the SI Master with the PC using SI Config. See this video for guidance: http://www.youtube.com/sportidentrun#p/u/9/bl-1z799uhY. You will need to place the graphite stick in the USB station and then place the SI Master face down on top of the USB station.
Put the SI Master with the other controls for the next course setter to take, along with the purple “Service/Off” SI card (#30510).
